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Cotton-supported heterotrophic denitrification of nitrate-rich 
drinking water with a sand filtration post-treatment
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Abstract

The biological denitrification (BD) process represents an interesting solution to remove nitrate from water and as well as to 
close the natural nitrogen cycle. Potential applications are related to both groundwater denitrification and treatment of nitrate-
rich effluents from reverse osmosis and ion-exchange processes. This paper presents the results obtained from a pilot-scale 
cotton-supported heterotrophic denitrification reactor (HDR) where cotton acts as both organic carbon source and supporting 
material for the growth of a denitrifier biofilm. A trickling sand filter (TSF) was inserted as post-treatment to remove TOC 
released by the HDR and to re-oxygenate the treated water. The system is evaluated for drinking water treatment.
 Nitrate removal efficiency of the HDR was over 90% for 85 mg/ℓ of inlet nitrate concentration which is a mean ground-
water value in many EU countries. The process maintained its high performance up to 358 mg of daily nitrate inlet with 
a maximum specific volumetric ratio of 24.5 gN/m3·d. A first-order kinetic value was shown for sequential nitrate-nitrite 
and nitrite-nitrogen gas transformations. For that, the kinetic constants of 2.6 ℓ/d (K1) and 15.9 ℓ/d (K2) were assumed. 
The TSF provided additional nitrification-aerobic denitrification at a rate of 20.7gN/m3·d. Although both reactors showed  
high performances in terms of nitrogen removal, this plant configuration cannot assure an adequate TOC outlet concentration 
(>3 mg/ℓ).
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Nomenclature

BD   Biological denitrification
CFU  Colony-forming units
CSTR  Completely stirred tank reactor
DBPs  Disinfection by-products
DO   Dissolved oxygen
HDR  Heterotrophic denitrification reactor
MVNR  Maximum volumetric nitrate removal
PRB  Permeable reactive barrier
PVC  Polyvinyl chloride
SC   Solid carbon
SCS  Solid carbon source
TOC  Total organic carbon
TSF  Trickling sand filter

Introduction

Nitrate is one of the most important and widespread of the nu-
merous potential groundwater contaminants. The main causes of 
nitrate pollution are the excessive use of fertilisers in intensive 
agriculture, the irrigation with domestic wastewater and change 
in land-use patterns (Canter, 1997; Soares, 2000). 
 Possible health consequences of nitrate ingestion include 
methaemoglobinemia, the blue-baby syndrome in infants under 
six months of age (Winneberger, 1982), and the possible for-
mation in the gastric system of n-nitroso compounds which are 
known to be carcinogens in the digestive system (Tannenbaum 

and Green, 1985: WHO, 2003). These reasons led to the adop-
tion of a stringent limit around 50 mg/ℓ of NO3

- as shown in 
Table 1.
 Many technologies have been developed to remove nitrate 
from drinking water, in order to respond to the constant increase 
of the nitrate pollution problem. The US Environmental Protec-
tion Agency identified the best available technologies for nitrate 
removal as being ion exchange, reverse osmosis and electrodi-
alysis (USEPA, 1995). However, these technologies are still une-
conomical and they have disadvantages such as producing more 
concentrated reject (reverse osmosis), increasing other ions in 
the outlet (ion exchange) and more complex processes to be op-
erated (electrodialysis) (Soares, 2000). Alternatively, biological 

TABLE 1
Nitrate and nitrite limits

Nitrite (mg/ℓ) Nitrate (mg/ℓ)

USA  MCLG1

 MCL2
3.28
3.28

44.43
44.43

EEC (1998)3     MCL
       EDWTP4

0.5
0.1

50

WHO (2003)5 3 50

MOROCCO6 0.1 50
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ct

1  Guide maximum contaminant level (GMCL)
2  Maximum contaminant level (MCL)
3  Must be respected according to equation of 
4  Effluent of drinking water treatment plant
5  Guideline limit (GL)
6  Guide limit applied by ONEP, Rabat Drinking Water Treat-

ment Plant Authority
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denitrification has been extensively studied as an economical 
and ecologically friendly process. Heterotrophic denitrification 
is the biological process in which nitrate is anaerobically con-
verted to nitrogen gas. Heterotrophic bacteria need an external 
source of organic carbon to develop their metabolism. Many 
typical simple carbon compounds have been used to support 
groundwater denitrification processes, such as ethanol, methanol 
and acetate as cited by Her and Huang (1995) and Soares (2000). 
Recently various studies have been conducted  to evaluate the 
potential use of solid carbon (SC) as energy source in denitrifi-
cation processes, such as cellulose-based material (Volokita et 
al., 1996a; 1996b; Soares and Abeliovich, 1998; Schipper and 
Vojvodić-Vuković, 2000; Soares et al., 2000; Aslan and Turk-
man, 2004) and biodegradable polymers (Boley et al., 2000). SC 
plays the role of a porous treatment wall which can act as perme-
able reactive barriers (PRB) for in situ application of biological 
denitrification of groundwater (USEPA, 1998). Treatment walls 
are constructed so that the plume passes through the wall me-
dia, in which conditions are maximised to promote biological or 
chemical treatment of the contaminant (Schipper and Vojvodić-
Vuković, 2000; Hunter, 2001; Schipper et al., 2004). 
 Cellulose is the most abundant renewable resource in the 
world being a basic component of all plant materials. Alternative 
synthetic compounds used as carbon sources, are not renewable 
and may display eventual toxicity (i.e. methanol) (Soares, 2000). 
Cellulose is composed of linear glucose polymers with hydro-
gen bonding between hydroxyl groups of neighbouring paral-
lel chains (Soares, 2000). Cotton is the purest form of naturally 
occurring cellulose with only a small percentage of impurities 
mostly in the form of wax, pectin and protein residues (Volokita 
et al., 1996b). The use of cotton to support denitrification proc-
ess in in-situ application reduces residual material in soil. Volo-
kita et al. (1996b) showed that cotton is the best cellulose-based 
material with the highest specific external surface to support the 
hetherotrophic denitrification (HD) process.
 In this study, an up-plug-flow pilot reactor followed by a 
trickling sand filter (TSF) were installed to evaluate cotton-sup-
ported HD to remove 85 mg N/ℓ from drinking water which has 
been reported an average value for nitrate-rich ground water 
resources in European countries (EEC, 2002). The TSF was in-
stalled as post-treatment to test its ability to reduce TOC content 
of the treated water due to the microbial release from HDR and 
to increase the oxygen concentration of the treated water. The 
effective parameters such as nitrate flow rate, simultaneous cot-
ton consumption, detention time and temperature on HD were 
investigated. 

Experimental

Inoculation

To prepare an inoculum  of denitrifying bacteria for the pilot 
plant, 5 g of sub-superficial soil (0.3 m of depth) taken from 
a pristine and humic-acid-rich area (Gamble et al., 1977), was 
added as primary bacterial source into four flasks with 1 000 
mℓ of volume; two of them  contained  2.4 g of cotton and other 
two were filled with 3.7 g of wheat straw for the inoculation of 
heterotrophic denitrification bacteria as reported by Volokita et 
al. (1996a) and Della Rocca (2005). Each flask contained 800 
mℓ of tap water, which was enriched with 100 mg/ℓ nitrate  
(as KNO3), 3 mg/ℓ phosphate (as K2HPO4) sources, yielding a 
C/N/P weight ratio of 1 000/22/3. To improve the oxygen con-
sumption 3.2 g of metallic iron was also added to two flasks 
(one with cotton and one with wheat straw). All batch reactors 

were sealed to create anaerobic conditions and incubated at 25°C 
for 60 d without agitation. They were analyzed for their nitrate 
concentration every 3 to 5 d. Nitrate, phosphate and cotton were 
re-added to the flasks when a low nitrate concentration (below 
20 mg/ℓ) was detected (Fig. 1). While nitrate removal was higher 
in the flasks filled with cotton and cotton and metallic iron dur-
ing the first loading, during the other nitrate loadings almost the 
same nitrate removals were obtained in all flasks. However, the 
column tests as described below were only enriched with the 
mixed bacteria grown in the flasks filled with both cotton and 
cotton and metallic iron.

Continuous reactor system

The experimental apparatus was composed of two sequential 
reactors; the first being a biological HDR followed by trickling 
sand filtration (TSF) (Fig. 2). The HDR was made up of a PVC 
column (900 mm height and with 80 mm internal diameter), 
packed with 380 g of raw cotton as described by Volokita et al. 
(1996b), with a layer of PVC fine net as filled support at the bot-
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Inoculums preparation
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tom of the reactor. The TSF reactor was made up of the same 
material as the HDR. It consisted of  a column of 260 mm height 
containing  bi-washed sea-sand with 2 mm of average diameter. 
The HDR was inoculated with the bacteria grown in cotton and 
metallic iron media. The reactors were fed by tap water of that 
quality is presented in Table 2. Tap water was spiked with ni-
trate concentration of 85 mg/ℓ. The final N/P ratio was 19/1. The 
nitrate concentration was selected according to typical nitrate 
contaminated groundwater as referred by EEC (2002). 
 The HDR was started-up in an up flow mode and fed by a 
peristaltic pump, which can regulate the flow rate from 0.825 
to 110 mℓ/min (0.236 m/d to 31.513 m/d). After three weeks 
a further 4.8 g of inoculated cotton was added to the column. 
To see the effect of the temperature (varied from 20 to 45°C) 
on the denitrification process the inlet water temperature was 
kept thermostatically controlled. 
The TSF was operated in down-
flow trickling mode with a constant 
retention time (approximately 10 
min) related to the trickling veloc-
ity.

Analytical procedure

The nitrate, nitrite and ammonia 
levels were measured in the inlet 
and the outlet of both the HDR and 
TSF. Furthermore, oxygen concen-
trations, TOC and bacterial counts 
were monitored in the inlet and out-
let of TSF. All analytical methods 
followed are given in Table 3.

Results and discussion

Heterotrophic denitrification 
reactor (HDR)

Start-up
The system was operated for 5 months after the start-up phase 
of 4 weeks. In the first 3 weeks, inlet nitrate concentration was 
constant and the flow rate was regulated to 0.162 m/d by peristal-
tic pump. During these 3 weeks the system was operated with-
out inoculating the column as the control run. As expected, no 
denitrification occurred. On Day 23, 12 g of cotton inoculated 
with bacteria grown iron cotton + metallic iron media was added 
to the column to encourage  denitrification. At the same time 
the pump was stopped for 7 d with a recycle of water to ensure  
mixing. During those 7 days 100 mg/ℓ of nitrate (as KNO3) was 
also added when a low concentration (< 20 mgNO3/ℓ) was de-
tected (Fig. 1). On  the first day of the recycling mode (Day 31), 
complete removal of 85 mg nitrate/ℓ was achieved at an average 
daily flow rate of 0.162 m/d (0.6 mℓ/min). After 7 d when the 
nitrate removal rate reached a steady state, the flow rate was 
increased to 0.859 m/d (3 mℓ/min). The nitrate removal of HDR 
was always over 85% at this feed rate (between 44 to 58 d) and 
no nitrite accumulation was detected.
 The maximum daily removal of nitrate (356.27 mg/d) was 
observed after 45 d at 27°C. A nitrate removal efficiency of 97% 
was obtained. The maximum volumetric nitrate removal ratio 
(MVNR) was calculated as 0.024 gN/m3·d and is compared with 
the results reported in the literature as shown in Table 4. The 
MVNR value obtained in this study was relatively lower than 
0.081 gN/m3·d that was obtained by Volokita et al. (1996b). This 

difference can be attributed to the following effects:

• A lower nitrate concentration (Table 4) was fed to the HDR 
with respect to the other studies (Volokita et al., 1996b; 
Soares et al., 2000); Consequently, in the case of two re-
actors having different inlet nitrate concentrations but the 
same daily flow rate of nitrate, that dedicated part to oxygen 
consumption (no denitrification occurs) would be greater in 
the reactor with low nitrate inlet concentration.

• The inlet phosphate concentrations varied (1 mg/ℓ of P in this 
study and 3 mg/ℓ of P in the study by Volokita et al., 1996b). 

• A different inoculum was used than Volokita et al. (1996b) 
who used an inoculum taken from an active denitrification 
column.

• In particular, it must be noted that N/P ratios were differ-
ent in inoculation and running column tests during our test, 
e.g. an N/P ratio of 7.3/1 for inoculation and an N/P ratio of 
19/1 for the column test, much higher than the ratio given by 
Hunter (2003).

Relationship between cotton consumption and 
nitrate removal
No cotton was added during the 160 d of test. Figure 3 illus-
trates the maximum nitrate removal vs. time as well as with the 
estimated cotton consumption curve. The consumed cotton ex-

TABLE 2
Tap water characteristics

Parameter Concentration (mg/ℓ)

Nitrate 1.630

Phosphate 0.005

Sulphate 3.320

Chlorine 6.730

Fluorine 0.090

Free chlorine 0.005

TABLE 3
Analytical procedures

Parameter Unit Sampling 
point

Method Frequency
(times/week)

Nitrate mg/ℓ S1, S2, S3* Standard Methods (1998) 2-3

Nitrite mg/ℓ S1, S2, S3 Standard Methods (1998) 2-3

Ammonia mg/ℓ S1, S2, S3 Standard Methods (1998) 2-3

TOC mg/ℓ S1, S2, S3 (model 5000A, Shimadzu Cor-
poration, Kyoto, Japan)

2

DO mg/ℓ S1, S2, S3 (Model Handylab OX1, Schott, 
Deutschland)

5

pH -- S1, S2, S3 (Model 9024, Hach Ins, USA) 5

Bacterial count
(Coliforms)

CFU/mℓ S1, S2, S3 Membrane filter (Standard 
Methods (1998), M-endo agar 
(Oxoid S.p.a)

2

* S1, S2, and S3 indicate the sampling points shown in Fig. 2
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pressed by the formula (C6H10O2) was calculated as around 15 % 
on the basis of simultaneous oxygen consumption, nitrate reduc-
tion, and TOC released as given in Eqs. (1) and (2). 

               (1)

               (2)

TOC released from the reactor was directly linked to cotton re-
lease because wash-out of the bacteria was at negligible level.
 The ratio of 2.9 cotton/N achieved in this study is in ac-
cord with the ratio of 3.3 cotton/N measured by Volokita et al. 
(1996b).

Effect of flow rate on denitrification process 
A linear relationship was observed between the daily nitrate in-
put flow rate and the removal of nitrate (Fig. 4). This tendency 
was the same up to the breakthrough value of around 350 mg/d 
(between 33 to 98 d). A 91.5% mean nitrate removal efficien-
cy was obtained. The reason why this linear relationship was  
observed only for a limited period (for 50 d) as seen in Fig. 3. can 
be explained by  the simultaneous effect of cotton consumption 
and clogging of the reactor by entrapment of N2 bubbles (Soares 
et al., 1989; 1991). This hypothesis is supported by the differ-
ence between initial and final reactor water volumes of 2.9 ℓ and  
1.6 ℓ, respectively. The entrapment of N2 would further be a 
concern causing the permeability decrease in in situ application 
(Hunter, 2003).
 A non-linear relationship (R2=0.879) was obtained between 
flow-velocity and outlet TOC as seen in Fig. 5. This relationship 
forces us to consider different reactor configurations to assure 
low- flow velocity for obtaining low TOC outlet. For instance a 
radial or CSTR could be evaluated instead of a plug-flow reac-
tor.

Effect of temperature on denitrification
The effect of temperature on nitrate removal is shown in  
Fig. 6. The mean temperature was calculated by the differences 
between inlet (S1) and outlet (S2) water temperatures. The tem-
perature was modified between the days of 102 and 135 by vary-
ing the mean temperature from 27 to 41°C. The maximum nitrate 
removal was drastically decreased when the temperature in-
creased. This tendency was the same when the flow velocity was 

increased from 0.236 m/d to 0.315 m/d; however, the removed 
nitrate was higher at higher velocity. This can be explained by 
the assumption that by increasing the flow velocity, resulting in 
an increase of inlet nitrate loading, the daily removal ratio of ni-
trate increased. The linear relationship between nitrate removal 
and temperature reported by Volokita et al. (1996b) from 19 to 
30°C was not observed after 30°C in this study. Therefore 28°C 
(as a critical value close to 30°C) was suggested as the optimum 

TABLE 4
Solid and insoluble carbon source-supported nitrate removal experiences

Carbon 
source

System 
description

NO3 inlet
(mg/ℓ)

C/N
(g/g)

Volumetric 
Removal 

Ratio
(kg N/m3·d)

Reference

Vegetable oil Open tank, 
horizontal flow

88.5 0.036 Hunter (2001)

Newspaper Columns study 90-100 0.037 Volokita et al. (1996a)

Cotton Columns study 300 2.6 0.081 Volokita et al. (1996b)

Sawdust PRB 30.5-58.9 0.0003 Shipper et al. (2000)

Wheat Straw Columns study 92.9 0.053 Soares et al. (1998)

Cotton Pilot plant 97.4 0.060 Soares et al. (2000)

Cotton Column study 85-90 2.9 0.024 This study

OHCOOOHC 2222106 266 ���

22232106 38666 NOHCOHNOOHC ����� ��
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only if denitrification was not completed as seen in Fig. 7. A 
non-linear curve fitting using a first-order kinetic for both nitrate 
to nitrite and  nitrite to nitrogen gas transformations proved the 
highest correlation (R2=0.840) between nitrite outlet concentra-
tion and nitrate removal efficiency (Fig. 7). The first-order ki-
netic constants were calculated as given below:

       K1=2.6 ℓ/d      (3)

       K2=15.9 ℓ/d     (4)

Actually, the first-rate constant (K1=2.6 ℓ/d) was given as a total 
nitrogen transformation constant by Canter (1997) for the great-
est substrate availability. Using a K2 value of 15.9 ℓ/d the ratio 
between degradation velocity of nitrite and nitrate was obtained 
as 6.1 which was relatively higher than the experimentally ob-
tained value of 4.3 by Chung and Bae (2002). They investigat-
ed both transformations separately in column reactors in a pH 
range of 7 to 9 and their values were  found to be of   the same 
order as those obtained in our study. However, the magnitude of 
the second-ratio constant (K2) is still unclear. For instance, the 
reduction rate of nitrite was reported to be faster by Almeida 
et al. (1997) and Chung and Bae (2002) while Almeida et al. 
(1995) and Wild et al. (1995) expressed it to be slower than that 
of nitrate, depending on the experimental conditions. Keeping 
in mind that nitrite reductase is more sensitive to environmental 
conditions than nitrate reductase because the first one operates 
in periplasmic space while the last one operates on the cytoplas-
mic side of the cell membrane (Baumann et al., 1997; Chung 
and Bae, 2002), this kinetic evaluation may be assumed to be a 
preliminary study for the present data.
 Meanwhile, the outlet ammonia concentration was meas-
ured in a range of 1 to 3.5 mg/ℓ following the column inoculation 
(data not shown). This detection contradicts the previous experi-
ments reported in the literature (Volokita et al., 1996a; 1996b; 
Soares and Abeliovich, 1998; Soares et al., 2000) which did not 
detect any ammonia in the outlet. The reason for the ammonia 
presence in the outlet may be explained due to the iron content 
of inoculated cotton because iron can reduce nitrate to ammonia 
(Till et al., 1998; Zawaideh and Zhang, 1998). In fact, the peak of 
outlet ammonia concentration was recorded immediately after 
the column inoculation.
 Outlet TOC concentration was usually lower than 15 mg/ℓ 
except for the period following the column inoculation. In the 
start-up period, TOC increased up to 100 to 140 mg/ℓ because 
cotton used was not of the purest quality and the inoculum still 
contained some soil.
 Independently from the fluctuations which were observed in 
TOC (from 1.0 to 47.2 mg/ℓ) and nitrate removal in biological 
process, the number of coliforms (CFU) in the denitrified water 
varied around 10 CFU/mℓ, which was the same value of col-
umn outlet before inoculation. However, Volokita et al. (1996b) 
detected a high level of 105 CFU/mℓ using R2A agar medium 
which is suitable to enumerate all heterotrophic bacteria (HPC). 
This underlines that neither coliforms nor HPC methods are 
suitable for monitoring denitrification process in terms of quan-
tification of the pathogens which must not exist in the treated 
water.

Trickling sand filter reactor (TSF)

The trickling sand filter (TSF) was initially run as a post-treat-
ment for the improvement of results of the biological proc-
ess. The TSF was operated with a constant filtration rate of  
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Figure 6 
The effect of mean reactor temperature on nitrate removal 

in the HDR

temperature to develop biological cotton-supported denitrifica-
tion.

Results from the HDR 
Main results of the biological process may be expressed in terms 
of TOC and bacterial colonies increase and the nitrite/ammonia 
accumulation in the outlet. Nitrite accumulation was observed 
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36 m/d independently from the influent flow rate (variable be-
tween 1.375 and 0.172 m/d) of the HDR. Ammonia and nitrite, 
and TOC parameters were monitored. Independently from flow 
rate of the HDR, nitrite and ammonia removals reached over 85 
to 90% at 0.2 and 1.5 mg/ℓ of nitrite and ammonia concentrations, 
respectively as seen in Figs. 8a and 8b. Nitrate inlet concentration 
depended on the efficiency of the HDR and it varied from 0 to 
85 mg/ℓ. Nitrite outlet concentration was generally around 0.05 
mg/ℓ (with a peak of outlet of 0.4 mg/ℓ related to a high inlet con-
centration of 9 mg/ℓ) while ammonia outlet concentration was 
generally around 0.3 mg/ℓ (with a peak of 1 mg/ℓ).
 It was evident that the removal of nitrite and ammonia oc-
curred by biological nitrification into the filter as mentioned by 
Nakhla et al. (2003) with particular relevance to aerated filter 
media (Baykal et al., 1997). Aeration also assured a good re-
oxygenation of treated water; the oxygen saturation reached 
around 75% in the outlet of TSF (S3). 
 The nitrogen balance throughout the filter, considering inlet 
and outlet daily differences of ammonia and nitrite vs. total daily 
removed nitrogen, showed high correlation (R2>0.884) as seen 
in Fig. 9a. However, this correlation increased more (R2>0.980) 
when the concentrations of nitrogen higher than 4.5 mg/ℓ were 
excluded (Fig. 9b). This point should be evaluated further by 
defining the design parameters for the HDR. However, the data 
obtained in this study strongly suggest simultaneous nitrifica-
tion and aerobic denitrification occurring in the filter in accord 
with Robertson et al. (1995) and Lorenzen et al. (1998). 
 The TOC outlet concentration (Fig. 10) was generally lower 
than 4 mg/ℓ; nevertheless this value would not ensure adequate 
protection from the formation of disinfection by-products 
(DBPs) after disinfection with chlorine (Rook, 1974).
 During the test period no backwashing was applied to the fil-
ter. But at the end of the test the column was empted to measure 

TOC and nitrogen contents occurred due to biofilm formation 
through the column. The sand was chlorinated to stop the bio-
reaction and was left mixing slowly (60 r/min) for 24 h at ambi-
ent temperature. Both TOC and nitrogen contents were higher 
at the top layer, and decreased gradually with the column depth  
(Fig. 11). The efficacy of TSF for TOC removal is well known 
and the phenomena were related to biological processes occur-
ring at filter-air interface (Wotton, 2002). However, in contrast 
to normal sand filtration, our conclusion on TOC distribution 
through the column depth, was that due to the aeration condi-
tion, the biofilm that formed was able to perform simultaneous 
nitrification and aerobic denitrification.

Conclusions

This study aimed to use cotton (solid carbon source) as energy 
source for HD for the removal of nitrate from nitrate-spiked 
drinking water. The HDR was followed by TSF to reoxygenate 
the denitrified water destinated for human consumption. The ef-
fective parameters such as flow velocity, temperature on whole 
system performance were investigated. 
  The HDR showed good nitrate removal capacity, with a daily  
removal of around 24.5 gN/m3. No significant nitrite accumulation 
occurred in the denitrified water. The ratio between consumed  
cotton and nitrate removal is comparable with the previous stud-
ies. The transformation of nitrate to nitrogen gas was characterised  
by first-order kinetics. The results obtained in this study contrib-
ute to define design parameters for the HDR. The process is great-
ly affected by temperature decreasing the performance vs. time.  
Optimal operational temperature was obtained around 28°C.
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 The TSF following the HDR contributed to the removal of 
TOC, nitrite and ammonia parameters. Hence, the TSF can be 
used in drinking water treatment as the post-simultaneous nitri-
fication and aerobic denitrification process.
 Before use of this systyem as PRB in situ the reactor con-
figuration should be evaluated to allow the nitrogen bubbles to 
leave the system to avoid clogging which decreases longevity 
and permeability of the PRB. For example, the mixing of cotton 
with sand could overcome this problem. However, due to an in-
crease in TOC in the treated water an integrative post-treatment 
should be considered.
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